
FATUR

anti-tatic
rout, et lighteight
 exile material for increaed comfort
ider  t
afet: non-metallic toe cap and midole (5): no corroion
100% aterproof for arm and dr feet
ello ruer pad for extreme lip reitance, extra ear reitance and oft
cuhioning
excellent grip, even on et and grea urface (RC certi ed)
ide of the ole: cloed rim to avoid net trapping
reitant to fat, manure and a variet of chemical

ekina oot
Footed
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NOTAN Technolog i the comination of a unique lend
of material and the innovative a of proceing it. The
high performing NOTAN® material ha een developed
aed on over 60 ear of experience and the feedack from
million of end uer. For decade e have een orking
together ith the et equipment upplier guaranteeing u
high qualit product made ith NOTAN  Technolog.

ealed kin: trong and impermeale on the outide

Tin air ule tructure: light and inulating

elf-regulating thermal proce on the inide
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ize chart

Pleae add an extra 0.4 inch
for extra comfort or hen
earing thick ock

U 37 - 48 UK 4 - 13 U 5 - 15

ize
U

ize
UK

ize
U

A. . C.

mm inch mm inch mm inch

37 4 5 247 9.72 305 12.01 410 16.14

38 5 5.5 253 9.96 310 12.20 420 16.54

39 6 6 260 10.24 315 12.40 430 16.93

40 6.5 7 267 10.51 320 12.60 430 16.93

41 7 8 273 10.75 325 12.80 440 17.32

42 8 9 280 11.02 330 12.99 450 17.72

43 9 10 287 11.30 335 13.19 460 18.11

44 10 11 294 11.57 340 13.39 470 18.50

45 10.5 12 300 11.81 345 13.58 480 18.90

46 11 13 307 12.09 350 13.78 480 18.90

47 12 14 314 12.36 355 13.98 490 19.29

48 13 15 320 12.60 360 14.17 490 19.29

N  X T  G  N  T  C H N O L O G Y LONG-LAT ING  COMFORT
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